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      Aquakleen AQ302 (Aqueous cleaning Fluid) 
  Series: C-KC-AQ302 

       
 

Features: 

Aquakleen AQ302 is an aqueous blend cleaning solution specially designed 
for optimum cleaning effectiveness on oil, grease, grime, coolant, carbon, 
dirt, wax, tapping fluid, drawing fluid, water-based ink etc. 

Aquakleen AQ302 contains 2 molecule group that has OH (alcohol) 
that attach water soluble residues and CH (hydrocarbon backbone) 
that attach oil base residues. It is neutral in pH which is ideal for all-
purpose cleaner for ferrous and non-ferrous material. 
 
Aquakleen AQ302 will prevent corrosion of metals as long as there 
remains a tiny film of it on the surface but will exposed to rust 
formation if the surface has been rinsed with water. It can be diluted 
further 1 part to 5 parts of water for heavy-duty cleaning and 1 part to 
20 parts of water for light cleaning. It will not leave any interfering 
residues after rising. 
 
For rinsing, use de-ionized (DI) or reverse osmosis (RO) water to 
prevent Spotting on polished surfaces, keep rinses clean by 
monitoring conductivity/resistivity. 

 

Technical data  
 

Test Result 
Appearance Clear to slight amber liquid 
Odor Slight to mild  
Boiling Point  175 ͒C to 185 ͒C 
Specific Gravity  0.980 
Vapour Pressure (25 ͒C) 0.41 mmHg 
Flash Point > 100͒C 
pH (10gm/l H20) 8-9.5 
Water solubility Soluble 
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Process parameter (suggested)  
 

Stage 1   
Ultrasonic & Spray-under-immersion (batch/in-line) 
Temperature Range 45°C – 65°C 
Cleaning time 3 – 10 minutes 

 
Stage 2 (DI / RO Water) 
Rinsing 
Typical rinse time 3-5 minutes  
Temperature Ambient 

(Can be replace by Isopropyl Alcohol (I.P.A) if D.I. water is not desired)  
 

Stage 3 (Drying)  
Hot/circulated air 
Typical drying time 5 – 10 minutes 
Temperature 60°C– 80°C 

 
Compatibility  
Aquakeen AQ302 is safe on aluminium, tin, lead, gold. Silver, platinum, metals, rubber, Pu. PP, glass, ceramic 
substrates.  
Recommended to perform compatibility tests before acceptable. 

 
Maintenance  
Aquakleen AQ302 maybe disposed when residues levels cause either a fall in cleaning action or rinsing process  
is no longer able to rinse the contaminant and cleaning fluid. Determining this point is usually by experience of the  
end-user. 
 
Disposal  
Dispose accordingly to national, state or local authority trade effluent regulations.  
 
Availability/Storage  
Packaged in polyethylene (H.D.) 4 litres & 20 litres container.  
Store out of direct sunlight at 15°C - 35°C. 
 
 
            

Recommended Industries 


