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Polyurethane Remover UR611
Series: C-KC-UR611

Features:

- Polyurethane Remover UR611 is a special blend of solvents
designed for the dissolving of various urethanes, silicone &
waxes and as well as Pu base conformal coating.

Polyurethane Remover UR611 is non-chlorinated type of
hydrocarbon which is designed to replaces and improves
on the performance of common solvents. (e.g. methylene
chloride, acetone, methyl ethyl ketone)
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1. Small parts/PCBA may be immersed in the UR611
contain in a glass/PP/HDPE/stainless steel container.
The use of ultrasonic cleaner will speed up the
dissolving rate.

2. Heating of Polyurethane Remover UR 611 will increase
its effectiveness (caution: do not exceed 60 degree C
max). Soaking or stripping duration range
from 2 -3 hours depending on the thickness of the
materials.

3. Afterthe polymer has been complete dissolved, rinse
with water or alcohol to remove excess solvent and
dissolved polymer. If surface of the substrates/parts is
milky after rinsing, the polymer has not been removed
completely. Repent the cleaning cycle.
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Technical data
Test

Appearance
Odor

Specific Gravity
Water solubility

Precaution

Result

Clear to slight straw liquid
Slight ether Odor

0.980

Soluble

Protective gloves, goggles and apron should be worn when handling.

Wash thoroughly with water if contact

Disposal

Dispose accordingly to national, state or local authority trade effluent regulations.

Availability/Storage

Packaged in polyethylene (H.D.) 2.5 litres & 4 Liters containers.

Stored out of direct sunlight at 15 — 35 degree C.
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Harddisk Semiconductor Electronics Laboratory
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